
RV Gear Reducer
RV-E Series



Table 1 Operating Parameter

Technical Parameter

Table 2 Performance Parameter

Output

Rotational

speed

r/min

Model

Output

torque

Nm

243

Input

capacity

kW

0.17

Output

torque

Nm

180

Input

capacity

kW

0.33

Output

torque

Nm

152

Input

capacity

kW

0.54

Output

torque

Nm

137

Input

capacity

kW

0.5520E

5   15   25    35

Note: the rated torque is the output torque when the output speed is at 15r/min.

Model

20E

Speed ratio Alloable

output

speed

Shaft

drive

( R )

81

105

121

141

161

Housing Rotation

80

104

120

140

160

r/min

75

Maximum

backlash

 arc.min

1

Allowable

acceleration/decleration

torque

 Nm

450

Momentary

max

allowable

torque

Momentary

max

allowable

movement

 Nm

900

Allowable

moment

 Nm

880

 Nm

1760

Weight

 kg

4.7

Efficiency

 %

>80

Noise

 dB

<75

ZKRV-20E  E-Series



Table 1 Operating Parameter

Technical Parameter

Table 2 Performance Parameter

Output

Rotational

speed

r/min

Model

Output

torque

Nm

560

Input

capacity

kW

0.40

Output

torque

Nm

400

Input

capacity

kW

0.88

Output

torque

Nm

355

Input

capacity

kW

1.20

Output

torque

Nm

330

Input

capacity

kW

1.5240E

5   15   25    35

Note: the rated torque is the output torque when the output speed is at 15r/min.

Model

40E

Speed ratio Alloable

output

speed

Shaft

drive

( R )

81

105

121

141

161

Housing Rotation

80

104

120

140

160

r/min

70

Maximum

backlash

 arc.min

1

Allowable

acceleration/decleration

torque

 Nm

1000

Momentary

max

allowable

torque

Momentary

max

allowable

movement

 Nm

2000

Allowable

moment

 Nm

1600

 Nm

3200

Weight

 kg

9.3

Efficiency

 %

>80

Noise

 dB

<75

ZKRV-40E  E-Series



Table 1 Operating Parameter

Technical Parameter

Table 2 Performance Parameter

Output

Rotational

speed

r/min

Model

Output

torque

Nm

1010

Input

capacity

kW

0.71

Output

torque

Nm

800

Input

capacity

kW

1.57

Output

torque

Nm

696

Input

capacity

kW

2.41

Output

torque

Nm

605

Input

capacity

kW

2.8880E

5   15   25    35

Note: the rated torque is the output torque when the output speed is at 15r/min.

Model

80E

Speed ratio Alloable

output

speed

Shaft

drive

( R )

81

105

121

141

161

Housing Rotation

80

104

120

140

160

r/min

70

Maximum

backlash

 arc.min

1

Allowable

acceleration/decleration

torque

 Nm

2000

Momentary

max

allowable

torque

Momentary

max

allowable

movement

 Nm

4000

Allowable

moment

 Nm

2050

 Nm

4100

Weight

 kg

13.1

Efficiency

 %

>80

Noise

 dB

<75

ZKRV-80E  E-Series



Technical Parameter

ZKRV-110E  E-Series

Table 1 Operating Parameter

Table 2 Performance Parameter

Output

Rotational

speed

r/min

Model

Output

torque

Nm

1560

Input

capacity

kW

1.10

Output

torque

Nm

1100

Input

capacity

kW

2.31

Output

torque

Nm

940

Input

capacity

kW

3.30

Output

torque

Nm

855

Input

capacity

kW

4.11110E

5   15   25    35

Note: the rated torque is the output torque when the output speed is at 15r/min.

Model

110E

Speed ratio Alloable

output

speed

Shaft

drive

( R )

81

111

161

Housing Rotation

80

110

160

r/min

50

Maximum

backlash

 arc.min

1

Allowable

acceleration/decleration

torque

 Nm

2750

Momentary

max

allowable

torque

Momentary

max

allowable

movement

 Nm

5500

Allowable

moment

 Nm

2840

 Nm

5680

Weight

 kg

17.4

Efficiency

 %

>80

Noise

 dB

<75



Table 1 Operating Parameter

Technical Parameter

Table 2 Performance Parameter

Output

Rotational

speed

r/min

Model

Output

torque

Nm

2215

Input

capacity

kW

1.49

Output

torque

Nm

1600

Input

capacity

kW

3.41

Output

torque

Nm

1358

Input

capacity

kW

4.77

Output

torque

Nm

1215

Input

capacity

kW

5.89160E

5   15   25    35

Note: the rated torque is the output torque when the output speed is at 15r/min.

Model

160E

Speed ratio Alloable

output

speed

Shaft

drive

( R )

81

101

129

145

171

Housing Rotation

80

100

128

144

170

r/min

45

Maximum

backlash

 arc.min

1

Allowable

acceleration/decleration

torque

 Nm

4000

Momentary

max

allowable

torque

Momentary

max

allowable

movement

 Nm

8000

Allowable

moment

 Nm

3840

 Nm

7680

Weight

 kg

26.4

Efficiency

 %

>80

Noise

 dB

<75

ZKRV-160E  E-Series



RV Gear Reducer
E Series

ZKRV-20E ZKRV-40E

ZKRV-80E ZKRV-110E

ZKRV-160E
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