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SPECIF ICAT ION

           MODEL

Type

Range

Structure

Payload

Repeatability

Environmental Conditions

Protection Class

Weight

Welding M/C

Controller

Cable

Isolator Box

Robot Stand

W-14iM

1.4m Economic 350A

1440mm

6 Axis Articulated

6kg

±0.08mm

0-45ºC 20-80%RH

IP23

170kg

CM350

W-LNC-R8800

5m TP-Cable

4kVA (3P+E > 3P+N+E)

50cm



SPECIF ICAT ION

           MODEL

Type

Range

Structure

Payload

Repeatability

Environmental Conditions

Protection Class

Weight

Welding M/C

Controller

Cable

Isolator Box

Robot Stand

W-20iM

2.0m Economic 350A

2000mm

6 Axis Articulated

6kg

±0.08mm

0-45ºC 20-80%RH

IP23

300kg

CM350

W-LNC-R8800

5m TP-Cable

4kVA (3P+E > 3P+N+E)

50cm

SPECIF ICAT ION



Monitor

Operational Panel

PC Interface

Safety switch

Emergency stop

7”

40 buttons

SD Card

2 stage switch (Std.)

1

Communication cord

Input

Output

USB

EtherNET

5m (Std.)

128

128

USB host (2.0)

10BASE-T/100BASE-TX

SPECIF ICAT ION

Feature Description

● Handheld touch-screen

● Digital multiaxial control (Maximum 9 axis)

● Handheld touch-screen and 1.2 meter Anti-shock design

● IP65 waterproof and dustproof level

● Built-in MPG makes operation easier.

● Welding templet function can produce path quickly.

● Application page can be used easily for editing working

    procedure.

RW8800 Series Welding Robot Controller, which apply to welding industry. The controller includes

welding art bag to reach the diversity requirements such as dot correction, arc welding, spot welding,

and welding bead tracking, and it supplies diversity welding machine’s integration interface for further.

The teaching pendant of robot strengthens durability and IP65 level waterproof and dustproof design,

which is able to resistance external hash environment. Besides, built-in MPG is easily to operate and

improve requirements of safety.

MPG
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Working Range Diagram

Technical Parameter

Reach
850mm

Payload
5KG

Functional Features
Fast, compact and flexible,

Handling, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

P-05i

6

5KG

850mm

±0.03mm

1.6KVA

0-45ºC  20-80%RH (No condensation)

60KG

Ground, side mounting, hoisting

Equivalent to IP65

Axis

J1

J2

J3

J4

J5

J6

Range of motion Maximum speed

±170º

+60º ~ -150º

+205º ~ -50º

±130º

±125º

±360º

145º /S

133º /S

140º /S

172º /S

172º /S

210º /S

w w w . w e l d e x . c o . t h



Working Range Diagram

Technical Parameter

Reach
1430mm

Payload
10KG

Functional Features
Strong versatility and easy maintenance

Handling/stacking, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

P-14-10

6

10KG

1430mm

±0.08mm

3.0KVA

0-45ºC  20-80%RH (No condensation)

170KG

Ground, Hoisting

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

J5

J6

Range of motion Maximum speed

±170º

+85º ~ -125º

+85º ~ -78º

±170º

+115º ~ -140º

±360º

180º /S

133º /S

140º /S

217º /S

172º /S

172º /S

w w w . w e l d e x . c o . t h
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Working Range Diagram

Technical Parameter

Reach
1680mm

Payload
20KG

Functional Features
Strong versatility and wide range

Handling/stacking, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

P-16-20

6

20KG

1680mm

±0.08mm

8.0KVA

0-45ºC  20-80%RH (No condensation)

330KG

Ground, Hoisting

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

J5

J6

Range of motion Maximum speed

±170º

+80º ~ -150º

+95º ~ -72º

±170º

±120º

±360º

150º /S

140º /S

140º /S

173º /S

172º /S

332º /S



Working Range Diagram

Technical Parameter

Reach
2200mm

Payload
50KG

Functional Features
Easy maintenance, large working radius

Handling/stacking, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

P-20-50

6

50KG

2200mm

±0.08mm

8.0KVA

0-45ºC  20-80%RH (No condensation)

520KG

Ground

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

J5

J6

Range of motion Maximum speed

±170º

+100º ~ -112º

+130º ~ -75º

±200º

±125º

±360º

70º /S

95º /S

99º /S

201.5º /S

145º /S

217º /S

w w w . w e l d e x . c o . t h



Working Range Diagram

Technical Parameter

Reach
1400mm

Payload
10KG

Functional Features
More efficient and easy to maintain,

Handling/stacking, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

F-14-10

4

10KG

1400mm

±0.08mm

3.7KVA

0-45ºC  20-80%RH (No condensation)

170KG

Ground

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

Range of motion Maximum speed

±170º

+10º ~ +125º

+10º ~ -95º

±360º

190º /S

120º /S

120º /S

200º /S

w w w . w e l d e x . c o . t h



Working Range Diagram

Technical Parameter

Reach
1800mm

Payload
20KG

Functional Features
More efficient and easy to maintain

Handling, palletizing, loading and unloading

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

F-18-20

4

20KG

1800mm

±0.08mm

6.0KVA

0-45ºC  20-80%RH (No condensation)

280KG

Ground

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

Range of motion Maximum speed

±170º

+125º ~ +10º

+10º ~ -92º

±360º

150º /S

142º /S

145º /S

200º /S

w w w . w e l d e x . c o . t h



Working Range Diagram

Technical Parameter

Model

Number of axis

Maximum payload

Reach

Position repeatability

Power requirement

Use environment

Body weight

Installation method

Protection level

F-32-165

4

165KG

3150mm

±2mm

10KVA

0-45ºC  20-80%RH (No condensation)

1500KG

Ground

IP54/IP65 (Wrist)

Axis

J1

J2

J3

J4

Range of motion Maximum speed

±180º

+5º ~ +130º

+15º ~ -60º

±360º

70º /S

82º /S

82º /S

200º /S

Reach
3150mm

Payload
165KG

Functional Features
4-axis heavy load, more efficient

Handling, palletizing, loading and unloading

w w w . w e l d e x . c o . t h
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